Performance Requirements

BELLA GAIA is available in a High Definition (HD) version for flat-screen theaters or special events, concerts and festivals.

HD Performance.  The HD performance is intended for flat screens with a minimim 1280x768 (16:9) pixel resolution and at least 6 foot-Lamberts full-white image brightness (projector brightness in lumens divided by screen area in square feet times screen gain).  Screen size should be appropriate to audience size, and in any case, should not be smaller than 6.75 x 12 feet for an effective performance.  Outdoor performance in daylight will require high-resolution LED screen (inquire for details).  Full AV system can be provided at additional cost.  Kenji will provide a laptop for Video playback with VGA or DVI output.  

There will be two audio sources. Live audio from the stage, and back-track audio from the video playback laptop. Live audio will be fed from the stage where Kenji will require one table with approximate dimensions of 1m x 2m for notebooks, and violin.  Kenji will feed audio from his laptop with two mono (left & right) ¼” outputs to the mixer (required), where the audio from the video playback laptop will be mixed together, before sending the mixed audio to the sound system. It is expected that a professional stereo sound system is available for accurate reproduction of Kenji’s performance.  Kenji will also require a microphone for introducing the performance and for closing statements.  Additional audio equipment (microphones) may be required for educational workshops or panels.

[image: image1.jpg]DVI/VGA/HDMI

e- to projector

€= Audioto

Computer plays movie

playback

Sound System

-——e ]
[~ —

AUDIO

MIXER

Final Mixed Audio
(Backtrack & Violin)

1147
Left & Right

T_

HD Video or Dome master

Live Audio Visual Show Setup

RCA Left & Right
Audio from video

Kenji Williams
s
=3
5‘ O
laptop

tereo audio from Stage

Audio Audio
Monitor 1 Monitor 2|

TECH NEEDS:

AUDIO - Stage:

- 2 Tables, or 1 longer table

- 1/4 Stereo cord to plug into
system mixer/DI| boxes/DJ mixer/
PA system

- Audio Mixer to mix stage audio
with Video Playback audio

- Stage Monitors of final mix

VIDEO (HD):

- High Definition Projector

- DVI/VGA cable for Projector

- Large Screen Behind or Beside
Performer

audience





It is recommended that professional stage lighting be provided along with an operator to enhance Kenji’s appearance during the performance, however this is strictly required only for professional stage performances (science centers, special events and educational institutions are exempt).  At a minimum, simple pin spots should be placed onto the stage area with a dimmer if such is not already integrated into the performance space.  Kenji will provide suggested lighting cues for lighting designers.

For an additional fee Kenji can arrange live performers (BELLA GAIA ENSEMBLE) to accompany the performance, adding to the power of the live experience.

